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AIR COMPRESSOR

GENERATOR

AIR TANK

CONTROL PANNEL WASHING MACHINE

CONTROL PANNEL

Heavy duty industrial type
Control pannel integrated on body

Lighting & Equipments control.

GENERATOR
Water cooled diesel generator

Manuel starter with switch
50hz / 60hz Alternator

50lt fuel tank

AIR COMPRESSOR
Industrial heavy duty

Working pressure
8bar. - 12bar. - 15bar

Air Tank
100lt - 200lt - 300lt 

WASHING MACHINE
250 bar working pressure

960 lt/hour flow rate
15 mt hoses
Delivery gun

Ceramic type puma
500 lt water depot

LUBRICATION EQUIPMENTS
6 Types 

180 lt oil tank
15mt hoses and reel 
Discharging gun with 

digital counter
Cover to fill oils to tanks
Manual transferring pump 

Instrument cluster
Water oil collector 15 kg

Grease oil tank 15 kg.

LUBRICATION LUBRICATION
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CRANE 
 1,5 ton workshop crane

Rail system from outside to 
inside of workshop 

LADDER 
 Alluminium ladder

LIGHTING
 

50W led 8 pcs projector
Hidden internal lighting

Control pannel.

COVERS
Outside lockable covers 2 pcs 

for hand tools 

CARGO CARRYING PLACE 
ON BODY

CRANE

LOADED

LIGHTING

NOT LOADED

CARGO

COVERS LADDER
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GENERATOR

AIR COMPRESSOR

PUMPS

WORKING AREA 

WASHING MACHINE

EQUIPMENT

ASSEMBLY PLAN

DIMENSIONS

FRONT LEFTRIGHT

TOP

4.500 mm

2.
10

0 
m

m

BACK

2.100 mm
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Applicable vehicles;

Wheelbase: 3750 mm/ +

Capacity: 3 Tons / +

Suitable truck chassis’ ;

Iveco / Daily 

Mitsubishi / Fuso

Hyundai / HD75

Isuzu / NLR

Mercedes / Splinter

+ Other truck chassis 
that suitable WB and 
carrying capacity.

Compact Model
Steel construction 
Cold/Warm insulated pannel walls
Industrial anti corrossion and paint covered
Stainless steel hings & locks
Hidden electrical & air installation 
Easy reachable covers & shelves
Unique design oil distribution tanks for easy working
Anti-vibration special tools
Lockable covers & doors
Alluminium sectional door system
Alluminium side protections
Vantilation system
Cargo carrying place on body

Optional Equipments
Air conditioning cold/warm system
Sun/rain shelter 
Additional outside lightening (spot lights)
Telescopic lightening system
WC & Shower 
Resting bed
Spare stock shelves
Tail lift
Hydraulic crane
Trailer 

Mounting on truck chassis;
MWS is specially designed to work without problem for all your works.
MWS is produced according to truck chassis which given by customers.
To mount on truck chassis, MWS has connection points at the top of it.
By using these connections, MWS is put on the chassis
Connection brackets and U-bolts are fixed
Side protections and mudguards are mounted.
Ready to work!

• Inside equipments of the MWS are working in short time for test. They are ready to work
• MWS should be periodically checked according to user’s manual
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MWS 2.0 / 2.1 / 2.2 TECHNICIAL SPECIFICATIONS

EQUIPMENT’S MWS 2.0 MWS 2.1 MWS 2.2 SCALE EXPLANATION OTHER FEATURES

 Generator
230 230 - 380 230 - 380 W Working Watt Water cooled diesel generator

12 - 8 20 - 16 20 - 16 kVa/kw Prime mover Manual starter with switch
50 / 60 50 / 60 50 / 60 Hz Alternator 

150 300 300 Kg. Weight
50 50 50 Lt. Fuel tank

 Air Compressor

220 380 380 W Electric Motor High efficiency suction valves
8 12 15 Bar. Working pressure Condensational water discharge tank

100 / 200 / 300 100 / 200 / 300 100 / 200 / 300 Lt. Air tank Lt. Industrial heavy duty
240 585 950 Lt. dk. Flow Rate
1 2 2 Level Working system

2,2 - 3 5,5 - 7,5 7,5 - 10 Kw/Hp. Horse Pover
1/2” 1/2” 3/4” inch Air Outlet

 Washing Machine

220 380 380 W Electric Motor Ceramic type pump
5,5 10 10 Hp. Horse Pover Delivery gun
180 250 250 Bar. Working pressure
780 960 960 Lt / Hour Flow rate
15 15 15 Mt. Hoses
500 500 500 Lt. 500 lt water depot
72 85 85 Kg. Weight

 Lubrication Equipments

180 X 6 180 X 6 180 X 6 Lt. / Pcs. Oil Tank Discharging gun with digital counter
15 15 15 Mt. Hoses and Reel Cover to fill oils to tanks
5:1 5:1 5:1 Pressure ratio Manual transferring pump
8 8 8 Bar. Recommended air pressure Instrument cluster

60 60 60 Lt / Min. Capacity
15 15 15 Kg. Water oil collector
15 15 15 Kg. Grease oil tank

 Welding Machine

150-S 305 D3 305 D3 Model
Elektrod MIG - MAG - TIG - MMA Welding Types

140 5 - 300 5 - 300 A Setting range for welding current
50 50 50 Hz Mains frequency
6 12.1 12.1 kVa Max. connected load
9 16.4 16.4 kVa Recommended generator power
- 4 4 Drive rolls
- 1 - 20 1 - 20 m/min. Wire speed
8 29 29 Kg Weight, machine

 Crane 1,0 1,5 1,5 Ton. Workshop crane Rail system from outside to inside of workshop 

 Lightening 50 X 8 50 X 8 50 X 8 W / Pcs Led projector Hidden internal lighting
Control pannel

• Above specifications can be changed according to customer requirements.
Equipments and machines are suitable for pro-works.
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